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POCKET TAPES

Herausragende Merkmale / Premium Features

Strong Tape Tethering Straps

A Hohere Festigkeit als bei herkdmmlichen Starke Schlaufen zum Umhéngen oder zum
£ MaBbéndern durch verstérkten Aufhéngen an einen Haken.
‘4 Spezialstahl.
T rong Strong straps for wrist or to tether on a hook or nail. @
Extra thick steel generates more stiffness than ape -

standard tape measures.

Double-sided tapes Strong Belt Clips

Erstklassige Federstahl-Clips fiir

dauerhafte Befestigung

Premium spring-steel belt clips for dependable E
performance.

Double Lock System Safety Belt Holder

Das STRONG TAPE stoppt automatisch,
wenn es ausgezogen ist. Um das Band
zu fixieren, driicken Sie einfach die

Beidseitig skalierte Bander sind von allen
Seiten gut leshar
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Double-sided tapes provide accurate readability
for all applications.
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Dank Schnellverschluss kann das Gehduse

mit einer Hand am Giirtelhalter angebracht O]
& abgenommen werden.

Festhalte-Taste. Detachable
The quick-fit belt holder enables

Strong Tape automatically locks when extended. you to attach & detach the housing el."'-n-

You only need to press Lock Button to completely on the holder with one hand. “0[

fix the tape. [
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POCKET TAPES

H Beschichtung aus Polyestermix / Polyester-Blend Coating

hoherer Schutz als Standard-Beschichtungen

Innovative tape coating provides advanced
protection against abrasion, 2 times greater
than standard tape coatings.

Zustand des Bandes nach Abrieb-Simulation

Tape condition after abrasive-wear simulation

Hochwertige Endhaken / Superior End Hook

Neuartige Bandbeschichtung schiitzt vor Abrieb, 2 fach

Unique 3-Rivet Reliable Strong Hook
Attachment Self-Adjustment
g === 3fach genieteter Endhaken mit Frei bewegbarer Endhaken Extra starker Haken mit
1—;; £ einer unabhingig befestigten garantiert konstant exakte 1,6 mm und mit 4,7 mal
ey ; : Stahlplatte Aussen- und Innenmessungen lingerer Haltbarkeit als bei
L7 BESA —omm Standardmodellen
3 E-’ - *— Triple-riveted end hook secured with Freely moving end hook ensures
i 1 | anindependently riveted steel back consistently accurate inside and Thickness 1.6 mm 4.7 times stronger
by £ _E‘ § _ plate. Lomm outside measurements. than standard model.
Ultra Hard '%‘ Magnetic g, Double L
End Hook = End Hook O/='=| | Magnetic e
HARD V w
MAG

Einzigartig gehérteter
Endhaken mit doppeltem
Hértegrad im Vergleich zu
gewdhnlichen Endhaken

Unique tempered steel end hooks
are twice as hard and durable as
traditional end hooks.

Kraftvolle Magnete mit
Magnetkraft von 2600 GB

Powerful twin rare-earth magnets

generate 2600 Gb of magnetic hold.

A

Einmalige Magnetschiene und
magnetischer Endhaken

Unique magnetic base tapemeasures
with magnetic end hooks
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POCKET TAPES
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ECClass| 16 mm 1.5m 2.3m
1 standard
tape
25 mm 2.4m 3.8m
EC Class
2 16 mm 1.5m 2.3m
standard
tape
19 mm 1.8m 2.8m
Double-sided
tapes
standard 2.4m 3.8m
tape (10m: 2.1m) (10m: 3.4m)
Strong Tape
25 mm 2.4m 3.6m
Erai{."e"“
Strong Tape
2.6m 3.9m
Erai;%"“
Strong Tape
27 mm 2.7m 4.0m
Erai;%""
ECClass| 13 mm 1.2m 1.6m
2 o ) 1.5m 2.3m
standard ”
tape
19 mm 1.8m 2.8m
2.4m 3.8m
25 mm (10m: 2.1m) (10m: 3.4m)
IS 13 mm 1.2m 1.6m
1 standard
tape
22 mm 2.1m 3.4m
Dual | 13mm | Standard 1.2m 1.6m
Tape tape
(M) 26 mm | strong Tape p " T 0 e 2.6m Sl
27 mm E 2.7m 4.0m
Genauigkeit Bei Bandmassen Aus Stahl
Steel Tape Measurement Accuracy
2m 3m 5m 8m 10m
Class 1 (mm) +0.4 +0.7 1.0 +1.2
Class 2 (mm) +0.9 +1.1 +15 +2.1 +25
2m 3.5m 55m
JIS 1 (mm)* +0.6 +0.8 +1.0

2 Japanese Industrial Standards
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GS-Lock @

Armored Case

StoBfestes Panzergehiuse schiitzt
das Gehéduse vor Aufprall bei ver-
sehentlichem Fallenlassen

Shock-resistant armored case protects
the housing from impact during inadver-
tent dropping.

Safety Rope Tether End Hook Guard

Mount With Ring Eine dicke Elastomerhiille
Verhindert Fallenlassen oder erstreckt sich um den Korper des
Verlegen MaBbandes herum, um Endhaken
und Arbeitsflichen zu schiitzen.
Prevents dropping or mislaying.
Thick elastomer case armor extends
around the body of the tape measure to
protect end hooks and work surfaces.

MEASURING TAPE WITH DOUBLE
METRIC AND INCH GRADUATION

Stron
Tape 9

TN Tape Measurement MASTER Weight (g)
AL l Accuracy GASE CARTON EAN (Packaging + Product )
GAG3L25-50D-EUR 25 mm 5.0 m/16 ft 4975364 122735 | 2,543 (368/pc)
— 6 30 (5 SETS)
GAG3L27-75D-EUR 27 mm 7.5 m/25 ft 4975364 122742 3,798 (570/pc)
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Geprégte Oberfliche zur Vermeidung von Reflexionen
Embossed finish to prevent reflection

Transparentes Nylon

Transparent nylon

Beschichtung mit Spezialharz
Bake coating with special resin

Bedruckte Skala
Printed scale

o——Vorverarbeitung
Preprocessing

Die Spitze ist aus Stahl
Steel

Die Feder besteht aus rostfreiem Edelstahl, welche die Wicklung deutlich

verbessert.
The spring is made of rust-resistant stainless, greatly improved winding problems.

Leistungsvergleich W-Thick
W-Thick performance comparison
C

W-Thick B

Product

Nylon ( coating ) Nylon ( painting )

Tape coating
5m x 19 mm

8m x 25 mm

Tape length x width | 5 m x 25 mm

Less than 50

Tape wear
resistance
e 1,000 or Less than 150
maore recip cations recip £ IGC\DV'OCHUOHS V'E‘C\DYOCEIUOHS

Superior Stand-Out 2.3m 22m 21m 11m
Rigidity Front surface 8.2 5.5 3.9 1.6
(N2 | Back surtace 37.2 26.7 18.6 5.1
Hook strength (N ) ¢ 1,503 586 612 909

%1 They let an eraser made of sand go and back on a tape. The number indicates
"how many times" an eraser did this action until the scale will be unreadable.

%2 This is our own/original way of showing how rigid the tape is, not will be bent or warped.
The number indicates the force exactly the moment whenn tape snaps by being added force.

More info
#43 It indicates the maximum strength of the nail by falling.
It means, you drop Conve (tape sotred inside) but still the nail will not be broken.
T Tape Measurement MASTER Weight (g)
Art.Nr. L Accuracy CASE CARTON AN (Packaging + Product )
GASP25-50EB-EUR 25 mm 5m EC Class 2 6 30 (5 SETS) 4975364 122063 2,287 (358/pc)
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Hi-Lock

Premium Bandmass der Klasse 1.

Class 1 premium measuring tape.

Hi'l.ock CLASS 1 16mm

I

Hi'l-ock CLASS 1 25mm

E % Genauigkeit Bei Bandmassen Aus Stahl

Steel Tape Measurement Accuracy

Class 1 (mm )|Class 2 (mm)
2m +0.4 +0.9
3m +0.5 +1.1
5m +0.7 +1.5
8m +1.0 +2.1
10m +1.2 +2.5

L

rnhnindud

L2 & r.E

[T

TN Tape Measurement MASTER Weight (g)
A l Accuracy CrsE CARTON = ( Packaging + Product )
L16-30E1-EUR 16 mm 3m 60 4975364 122056 | 128
EC Class 1 6
L25-50E1-EUR 25 mm 5m 30 4975364 121110 | 280
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Auto Stop & Strong Lock

Double Lock System

Auto Stop

Das selbstblockierende System hilt das Band auf
der gewiinschten Léange.

It is a self blade locking system which keeps the tape
streched out at the length you need.

Strong Lock Button
Fiir eine zusétzlich
verbesserte Arretierkraft
des Bands.

Further strengthens the fixing
force of the tape.

Retract Button
Driicken Sie die Taste mit
Unterbrechung um das Band
einzurolien.

Press the button intermittently
and retract the tape.

Sigma Stop

More info
3
1
5
=
TN Tape Measurement MASTER Weight (g)
Art.Nr. l Accuracy CASE CARTON EAN (Packaging + Product )
SSS16-30EB-EUR 16 mm 3m 4975364 125835 | 190
EC Class 2 6 30 (5 SETS)
SSS19-50EB-EUR 19 mm 5m 4975364 125842 | 274
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Einmalige Magnetschiene und magnetischer
Endhaken, fiir einhdndige Bedienung im

Stahl- und Rohrbau, bei Klempner- und
Sanitédrarbeiten.arkeit von Vorder- und Riickseite.

Unique magnetic base tape measures with
magnetic end hooks designed for fast one-person
measurements in plumbing, steel stud framing,
and metal fabrication applications.

Magnetic

End Hook
(260 mT)

Magnetic Base (340 mT)

Oo-l,-
S E f"%

More info
T me—
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T Tape Measurement MASTER Weight (g)
ATt L Accuracy CrzE CARTON = (Packaging + Product )
G3GLWM25-50EB-EUR 25 mm 5m EC Class 2 6 30 (5 SETS) 4975364 120366 2,344 (358/pc)
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